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There are many types of trailers and tow vehicles on the market today. Because of the many variations,
these instructions are guidelines only. Actual installation is the responsibility of the owner or the
installer. The following instructions are intended to be should additional information over what has
been provided by the Air Hitch Technology.
OPERATION INSTRUCTIONS FOR THE 5TH WHEEL HITCH SYSTEM

A. General Information Before Using Hitch.
1. Lubricate the top bearing surface of the hitch with automotive type chassis grease or use a
thin plastic lube plate to provide a lubricated surface. Use engine oil to lubricate pivot points
of moving parts within the hitch.
2. Before each trip or hookup, operate the handle and observe that the jaws open and close
freely.
3. Visually check all bolts and nuts fastening the hitch system to the truck bed and frame to be
sure they are tight. Bolts should be tightened yearly.
4. See that all hitch pins are in place and the spring retaining pins are installed.
B. Coupling Procedure
1. If this is the first time to connect check to
make sure you have 90 - 100 lbs of air
(without trailer attached) in the airbags.
Make sure the air springs are not bound
or cocked as you add air to them. If this
should happen, release the air from the
air springs; straighten the air springs
manually as you gently add more air.
Pressure must not exceed 100 PSI
unloaded. If this is not the first time you
have coupled, the air pressure should be
already set and you do not need to change
the air pressure.
2. Using the trailer jacks, adjust the height
of the trailer king pin to be ½” to 1”
below the height of the 5th wheel hitch.
Some vertical load on the 5th wheel head
will enhance coupling and uncoupling.
3. Block trailer wheels at front and rear on
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each side of trailer.
4. Lower truck tailgate.
To set 5th wheel jaws for locking, pull handle
slightly forward (toward the front of the
truck),

Pull release pin that is under handle.

Then release handle until it clears the pin.
You are ready to back into kingpin in the
normal manner. “Always test pull with
trailer brakes on before towing trailer”

Back truck slowly until king pin is engaged
in the hitch. Hitch jaws will close
automatically at this point. Check visually
that kingpin has advanced completely
forward in the hitch. The handle should now
be in the locked position again. Check that
the trailer plate resting on the hitch is
applying downward pressure. Lower trailer
by raising trailer jacks if necessary and with
the trailer wheels blocked on both sides,
move the truck slightly back and forth to
allow the kingpin to engage. Be sure there is
not rearward load on the hitch.
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After trailer is hooked up, let air out of the
air springs until the shock is in the green
zone on the shock. Note: the tower system
comes with an adjustable flow control valve
on each tower side, when filling system with
air, please allow the air to equalize in both
airbags before fully adding the weight of the
trailer.
If the lines on the air safe hitch system drop
below the green zone on the shock , air needs
to be added to the hitch.
CAUTION: Do not exceed 100 PSI. If the
green zone guideline on the shocks still
drops below the other green line, even
through the air spring has 100 PSI, there is
too much tongue weight. Some tongue
weight must be removed until the shocks
show in the green zone. If the green zone is
below the shock leave the trailer hooked up
and release air from the air springs until the
green zone is correct on the shock. The
green zone position will give you the
smoothest and safest ride.
This show the Lock pin engaged after the
trailer is attached. This pin should be in the
hole and it should be visible as shown.

C. Before Towing Trailer
1. Connect power cable between truck and trailer.
2. Connect breakaway switch cable from pin container to a permanent part of the truck other
than the hitch.
3. Raise the tailgate of the truck.
4. Apply trailer brakes and try to pull forward slowly as a double check that the hitch is latched
and brakes are working. Trailer should prevent truck from moving.
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5. Retract trailer jacks fully.
6. Check and inspect all electrical circuits for proper operation (clearance lights, turn signals,
brake lights, etc.)
7. Remove and store wheel chocks.
D. Uncoupling Procedure
1. Using trailer jacks, adjust height of trailer to relieve most, but not all,
of the load from the hitch.
2. Lower truck tailgate and block trailer wheels front and rear, both sides of the trailer.
3. Disconnect power cable and breakaway switch cable between truck and trailer.
4. Unhook trailer:
Pull release pin that is under handle.

Pull lever all the way forward until the
release pin locks the unit. The trailer is ready
to be disconnected.
Drive truck slowly away from trailer.
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REMOVING AIR LINES AND FITTINGS
Familiarize yourself with the placement of the hoses and fittings in the diagram. To remove
airlines from fittings, pull green ring on fitting away from hose, while pulling hose in opposite
direction.
When pushing the hoses back into fittings, the hose will slide in easily to the lock. You must push
the hose past the first stop until it seats into the connector. If you can pull it out without
depressing the green ring, it is not in far enough.

ATTENTION:
CAUTION:
Visually inspect jaws from rear of vehicle to
make certain they are completely closed around
pin before attempting to move trailer.
Due to the close tolerance of the Jaws, use of a standard
TEFLON Lube plate may cause the Jaws not to lock.
Please use thin version (1/8 inch) of the Teflon lube plate.
There is a thinner Teflon plate that works with the
Holland Binkley head. It can be ordered from Air Safe
Hitches.
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